Thank you for purchasing this Minolta camera. This camera is equipped with functions to suit all your photographic needs. Before using your new camera, please take the time to read through this instruction manual for it contains information important to the proper use and care of your camera.

FOR PROPER AND SAFE USE

Read and understand all warnings and cautions before using this product.

WARNING

Batteries may become hot or explode due to improper use.
- Use only the batteries specified in this instruction manual.
- Do not install the batteries with the polarity (+/-) reversed.
- Do not short circuit, fire or temperatures.
- Do not attempt to recharge, short, or disassemble.
- Follow local codes for battery disposal. Tape over lithium battery contacts before disposal.

Use caution, accidents may occur when using this product near young children.

Keep batteries or things that could be swallowed away from young children. Contact a doctor immediately if an object is swallowed.

Immediately remove the batteries and discontinue use if...
- the camera is dropped or subjected to an impact in which the interior is exposed.
- the product emits a strange smell, heat, or smoke.

Do not disassemble. Electric shock may occur if a high voltage circuit inside the camera is touched. Take your camera to a Minolta Service Facility when repairs are required.

CAUTION

The lens retracts when the camera is turned off or Auto Power Off is activated. Touching the lens barrel while it is retracting may cause injury.

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) This device may not cause harmful interference, and (2) this device must accept any interference received, including interference that may cause undesired operation. Changes or modifications not approved by the party responsible for compliance could void the user’s authority to operate the equipment. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the instructions, may cause harmful interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following measures:
- Reorient or relocate the receiving antenna.
- Increase the separation between the equipment and the receiver.
- Connect the equipment to an outlet on a circuit different from that to which the receiver is connected.
- Consult the dealer or an experienced radio/TV technician for help. This Class B digital apparatus complies the Canadian ICES-003.
FOR OWNERS OF THE DATE MODEL

This feature lets you to record the date or time onto the lower-right portion of the picture. It has an automatic calendar through the year 2049.

- Imprinted data may be difficult to read if the area over which it is superimposed is bright or non-uniform.
- Do not use the data back when temperatures exceed the operating range of 0° to 40°C (32° to 104°F).

1. MODE button
2. SELECT button
3. ADJUST button

1. Press the MODE button to choose the data imprinting format.
   - The display will change as shown.
   - When -- -- -- is displayed in the data panel, no data will be printed on the print.

2. Press the ADJUST button to change the data to the correct value. Data continues changing as long as you hold down the button.
   - In Time mode, pressing the ADJUST button while the colon is blinking resets the second counter to 00.

3. When all data is correct, press the SELECT button until the data stops blinking.
   - Reset the time and date after changing the battery.

ATTACHING THE STRAP

Attach the strap as shown.

This mark on your camera certifies that this camera meets the requirements of the EU (European Union) concerning interference causing equipment regulations. CE stands for Conformité Européenne (European Conformity).
Your camera uses one 3-volt CR123A or DL123A lithium battery to supply power for all camera operations.

1. Open the battery-chamber door using a coin or similar object.
2. Insert the battery with the + side first as shown, then snap the battery-chamber door closed.

• Before opening the battery-chamber door, make sure the camera is off.
• Remove batteries + side first.

If the blinking low-battery symbol appears in the data panel with the other indicators, you can still use the camera, but the battery will have to be replaced soon.

If the blinking low-battery symbol appears alone, you cannot use the camera until you replace the battery. The shutter cannot be released.

**BATTERY WARNING**

Power is sufficient for all the camera operations. Each time the camera is turned on, a symbol will appear briefly in the data panel.

If the blinking low-battery symbol appears in the data panel with the other indicators, you can still use the camera, but the battery will have to be replaced soon.

If the blinking low-battery symbol appears alone, you cannot use the camera until you replace the battery. The shutter cannot be released.

**AUTO POWER OFF:**

To conserve power, the camera will shut down and the lens will retract if it is not operated for more than 8 minutes. Press the main switch to restore power.

• Do not obstruct the lens while it is retracting.

**LOADING THE FILM**

Use only 35mm, negative film rated ISO 100, 200, or 400. Non DX-coded film is set to ISO 100.

• Do not use Polaroid instant 35mm film. Winding problems may occur.

1. Slide the back-cover release down to open the back cover and place the film cartridge into the film chamber.

• Always load and unload the film in subdued light.

2. Extend the film tip to the "FILM TIP" mark, making sure it lays flat.

• If the film tip extends past the mark, gently push the excess film back into the film cartridge.

3. Close the back cover.

• The film automatically advances to the first frame and appears in the data panel.

• If the film has been loaded improperly, cartridge mark \( \ast \) appears and \( \ast \) will blink in the data panel and the shutter will remain locked. Open the back cover and repeat the loading procedure.

The film will rewind automatically after the last frame has been exposed.

When \( \circ \) appears and \( \circ \) blinks in the data panel, open the back cover and remove the film.

**REWINDING THE FILM**

To begin rewind before the end of the roll, turn the camera on and gently press the manual-rewind button.

**FOCUS HOLD**

When your subject is located outside the focus frame, you can first lock focus on your subject, then recompose the picture as desired.

1. Align the subject within the focus frame and press the shutter-release button partway down.

2. Without lifting your finger, recompose the picture then press the shutter-release button all the way down to take the picture.

• Lift your finger from the shutter-release button to cancel focus hold.

**TAKING PICTURES**

1. Press the Main switch to turn the camera on.

2. Align your subject within the focus frame and press the shutter-release button all the way down to take the picture.

• The flash will automatically fire in low light.
• The film is automatically advanced to the next frame.
• After the number of frames specified on the film cartridge have been taken (ex. 24 or 36), additional exposures may overlap.

4. When the green flash lamp glows, gently press the shutter-release button all the way down to take the picture.

• Lift your finger from the shutter-release button to cancel focus hold.

**MANUAL REWIND**

If rewind stops before the film has been completely rewound, all indicators blink. DO NOT OPEN THE BACK COVER. Insert a fresh battery then press the manual-rewind button.
USING THE BUILT-IN FLASH

Autoflash mode, fill-flash mode, Flash cancel mode, night portrait mode or landscape/night view mode can be selected.

RED-EYE REDUCTION FEATURE
The red-eye reduction lamp on the front of the camera will glow while the shutter-release button is pressed part-way down to help reduce the red-eye effect in flash pictures.

AUTOFLASH MODE
When you turn the camera on, the built-in flash is set to autoflash. The flash will fire automatically when necessary, such as low-light situations.

Press the flash-mode button until appears in the data panel, then take the picture.

FILL-FLASH MODE
The flash will fire regardless of lighting. This can be used to reduce harsh shadows or illuminate back-lit subjects.

Press the flash-mode button until $ appears in the data panel, then take the picture.

FLASH CANCEL MODE
With flash-cancel, the flash will not fire. Use this mode when photographing twilight scenes, subjects beyond the flash range, or when flash photography is prohibited.

Press the flash-mode button until % appears in the data panel, then take the picture.

• Shutter speeds may be slow. Use of a tripod is recommended.

NIGHT PORTRAIT MODE
The camera balances the flash and existing light exposure so you can take beautiful pictures of people at sunset or at night.

Press the flash-mode button until $ appears in the data panel, then take the picture.

• Shutter speeds may be slow. Use of a tripod is recommended.

LANDSCAPE/NIGHT VIEW MODE
The focus is set to infinity and the flash is canceled. Use this mode when photographing landscapes, night scenes, or through glass.

Press the flash-mode button until $ appears in the data panel, then take the picture.

POINTS TO REMEMBER WHEN TAKING FLASH PICTURES

FLASH LAMP
While pressing the shutter-release button partway down:
• The green flash lamp will glow when the flash is charged and ready.
• When the green flash lamp blinks, the flash is charging. Wait until it glows steadily, then take the picture.

FLASH RANGE
Make sure your subject is positioned within the flash range listed below.

<table>
<thead>
<tr>
<th>ISO 100</th>
<th>Focal Length</th>
<th>Flash Range</th>
</tr>
</thead>
<tbody>
<tr>
<td>Wide (W)</td>
<td>1.0 - 4.5m (3.3 - 14.8 ft.)</td>
<td></td>
</tr>
<tr>
<td>Tele (T)</td>
<td>1.1 - 2.0m (3.6 - 6.6 ft.)</td>
<td></td>
</tr>
<tr>
<td>ISO 400</td>
<td>Wide (W)</td>
<td>1.0 - 9.0m (3.3 - 29.6 ft.)</td>
</tr>
<tr>
<td>Tele (T)</td>
<td>1.1 - 4.0m (3.6 - 13.2 ft.)</td>
<td></td>
</tr>
</tbody>
</table>

SELF-TIMER
The self-timer delays release of the shutter for approximately 10 seconds after the shutter-release button is pressed.

1 Place the camera on a tripod and press the self-timer button until $ appears in the data panel.

2 Align your subject within the focus frame, then press the shutter-release button.

• The self-timer indicator in the data panel will blink and the self-timer lamp will blink slowly during the countdown, then rapidly, then glow just before the shutter releases.
• Self-timer mode is automatically canceled after the shutter is released.
• To stop the self-timer, press the self-timer button until $ disappears from the data panel or turn the camera off.